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(20) For liquefied petroleum gas-
fueled engines: Composition of the liq-
uefied petroleum gas-fuel used during
the test. Each hydrocarbon compound
present, through C4 compounds, shall
be individually reported. C5 and heavier
hydrocarbons may be reported as a
group.

(21) The stabilized pre-test weight
and post-test weight of each particu-
late sample and back-up filter or pair
of filters.

(22) Brake specific emissions (g/BHP–
hr) for HC, CO, NOX, and, if applicable
NMHC, NMHCE, THCE, CH3OH, and
HCHO for each test phase (cold and
hot).

(23) The weighted (cold and hot)
brake specific emissions (g/BHP-hr) for
the total test.

(24) The weighted (cold and hot) car-
bon balance or mass-measured brake
specific fuel consumption for the total
test.

(25) The number of hours of operation
accumulated on the engine after com-
pleting the test sequences described in
Figure N84–10.

[59 FR 48535, Sept. 21, 1994, as amended at 60
FR 34376, June 30, 1995; 62 FR 54730, Oct. 21,
1997]

Subpart O—Emission Regulations
for New Gasoline-Fueled
Otto-Cycle Light-Duty Vehi-
cles and New Gasoline-
Fueled Otto-Cycle Light-Duty
Trucks; Certification Short Test
Procedures

SOURCE: 58 FR 58426, Nov. 1, 1993, unless
otherwise noted.

§ 86.1401 Scope; applicability.
(a) This subpart contains CST proce-

dures for gasoline-fueled Otto-cycle
light-duty vehicles, and for gasoline-
fueled Otto-cycle light-duty trucks, in-
cluding those certified to operate using
both gasoline and another fuel (for ex-
ample, ‘‘flexible-fuel’’ or ‘‘dual-fuel’’
light-duty vehicles and light-duty
trucks). For the purposes of the Certifi-
cation Short Test, flexible-fuel or dual-
fuel vehicles will be treated as dedi-
cated gasoline vehicles. This subpart
applies to 1996 and later mode years.

(b) References in this subpart to en-
gine families and emission control sys-
tems shall be deemed to refer to dura-
bility groups and test groups as appli-
cable for manufacturers certifying new
light-duty vehicles and light-duty
trucks under the provisions of subpart
S of this part.

[64 FR 23922, May 4, 1999]

§ 86.1402 Definitions.

The definitions in § 86.096–2 apply to
this subpart.

§ 86.1403 Abbreviations.

The abbreviations in § 86.096–3 apply
to this subpart.

§ 86.1404 [Reserved]

§ 86.1405 Introduction; structure of
subpart.

(a) This subpart describes equipment
and the procedures required to perform
the CST on gasoline-fueled Otto-cycle
light-duty vehicles and gasoline-fueled
Otto-cycle light-duty trucks (including
those certified to operate using both
gasoline and another fuel). Subpart A
of this part sets forth the testing re-
quirements, reporting requirements
and test intervals necessary to comply
with EPA certification procedures, sub-
part G of this part sets forth the re-
quirements for Selective Enforcement
Auditing of light-duty vehicles, sub-
part H of this part sets forth the stand-
ards for in-use testing, subpart K of
this part sets forth the requirements
for Selective Enforcement Auditing of
light-duty trucks, and part 85, subpart
W of this chapter sets forth the testing
requirements for inspection and main-
tenance testing (which also may be uti-
lized as part of the CST as defined in
this subpart).

(b) Three topics are addressed in this
subpart. Sections 86.1406 through
86.1413 set forth specifications and
equipment requirements; §§ 86.1416
through 86.1426 discuss calibration
methods and frequency; and test proce-
dures and data requirements are de-
scribed in §§ 86.1427 through 86.1442.
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